ROOF ANCHORS 

Roof Edge Model #5100, Roof Peak Model #5200 



FALL 
PROTECTION 



Roof Anchors 

Roof Edge Model # 5100 
Roof Peak Model # 5200 

For use as an anchor point for roof 
construction and maintenance. 
These heavy duty # steel constructed 
anchors meet OSHA standards for 
fall protection, and are reusable. 
Designed for use with the Qual- 
Craft Fall Arrest Starter Kit. Use 
one anchor for each worker. 




Customer Support and Ordering Information 

781-344-1000 • www.qualcraft.com 
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ROOF ANCHORS 

Roof Edge Model #5100, Roof Peak Model #5200 



Model 5100 Roof Edge & 5200 Roof Peak Anchors 

Capacity: The Qual-Craft roof anchors are designed to be used as anchor points for no more than one person at 
any one time. More than One worker on a roof or scaffold system would require a roof anchor for each individual. 

•Use only with Qual-Craft's ANSI & OSHA compliant Fall Arrest 
System 

•Not intended as a permanently installed anchorage. 
•Anchor should be inspected before and after each use. Bent or 
rusted or otherwise damaged anchors should be destroyed. 
•Always install in accordance with these instructions. 
•Anchors subject to a fall must be removed from service and de- 
stroyed. 

Placement and installation of the Model # 5100 Roof Edge Anchor: 

This anchor, when installed in accordance with these instructions, will provide an anchor point just below the edge 
of the roofline that is suitable for use with the Qual-Craft Fall Arrest System. The Model 5100 Roof Edge Anchor 
should be used in conjunction with pump jack scaffolding, staging or carpenter style brackets and ladder-jack 
scaffolding. 

Begin by placing the first anchor at a point 5 feet in from the beginning of the roofline. Additional anchors should 
be placed no more than every ten feet with the last anchor set 5 feet from the end of the roofline. The anchor 
should be placed so that the "D" ring hangs free and unobstructed by the edge of the roof. 

Each anchor should be fastened to the roof using 2" x #10 wood screws. The center row of holes must be se- 
cured to the roof rafter. The outer two rows of holes must be secured to the plywood sheathing. Use all holes 
provided in securing this roof anchor to the building structure. Inspect rafter from inside the attic area to ensure 
that the wood is structurally sound and free of rot or other signs of deterioration. 
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Placement and installation of the Model # 5200 Roof Peak Anchor: 

This anchor, when installed in accordance with these instructions, will provide an anchor point at the peak of the 
roof that is suitable for use with the Qual-Craft Fall Arrest System. This Model 5200 Roof Peak Anchor should be 
used in conjunction with roofing bracket supported walk planks when installing conventional roofing systems on 
truss, rafter and plywood sheathing construction. 

Begin by placing the first anchor along the peak of the roof at a point 5 feet in from the beginning of the roofline. 
Additional anchors should be placed no more than every ten feet with the last anchor set 5 feet from the end of 
the roofline. Remove ridge vents when attaching Peak Anchors. 

Each anchor should be fastened to the roof using 2" x #10 wood screws. The center row of holes must be se- 
cured to the roof rafter. The outer two rows of holes must be secured to the plywood sheathing. Use all holes 
provided in securing this roof anchor to the building structure. Inspect rafter from inside the attic area to ensure 
that the wood is structurally sound and free of rot or other signs of deterioration. 

When only working on one side of a pitched roof, the Model 5200 Roof Peak Anchor can be installed on the flat 
surface by extending the two flat fastening plates out leaving the "D" ring in the middle of the installed anchor. 
Fasten as described above. When installed as an anchor point on a flat surface, the rope connecting the fall ar- 
rest harness to the anchor cannot extend over the peak of the roof. If it becomes necessary to work on the other 
side of the peak, an anchor must be installed at the peak re on the flat surface being worked on. 

fttquol -craft 

I N DU STR EES, INC. 



Customer Support and Ordering Information 

781-344-1000 • www.qualcraft.com 



